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NYY FTP CAT6 CABLE SPECLFICATION

PRODUCT DATE: 2021/11/30
FTP CAT6 NYY CCAG P/N: 113132
ITEM UNIT DETAIL
MATERIAL MM CCAG Solid
SIZE MM 23AWG
CONDUCTOR
DIA MM 0.57+0.01mm
MATERIAL MM HD-PE
THICKNESS MM 0.18mm
INSULATION
oD MM 1.0mm=0.01mm
COLOR 1.BLUE*WHITE/B
COLOR 2.0RANGE*W/O
TWIST PAIR COLOR 3.GREEN*W/G
COLOR 4.BROWN*W/B
DRAIN WIRE DETAIL CCA SOLID 0.5MM
SHIELD DETAIL AL FOIL
RIP CORD DETAIL YES
MATERIAL PVC
THICKNESS MM 0.6mm
oD of #1 MM 5.8+0.1M/M
JACKER
oD of #2 MM 7.6£0.1M/M
COLOR GRAY+BLACK
MARKING BoostWires 113132 FTP CATSE NYY 4x2x24AWG ISO IEC 11801
ANSI/TIA/EIA-568 305M...

CHARACTERISTIC

TEMPERATURE RATING o o
-20°C~75°C

VOLTAGE RATING 12v
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CONDUCTOR RESISTANCE 15 OHM /100M MAX

UNBALANCE RESISTANCE 5 PERCENT MAX

PROPAGATION DELAY 518NS/100M MAX ( 100MHZ )

DELAY SKEW (NS) 45NS/100M MAX

TEST BASIS ANSI/EIA/TIA568




