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Product Overview

Full Channel

inginium CAT7 S/FTP LSOH NYY cable is designed and manufacttured to meet
and exceed the ISO, CENELEC and TIA standards. This superiror
performence cable made for oudoor apllications and has DELTA component verified. and supply in 500M, 
305M, and 100M plwood drums. Each cable has a print legend identifying the IEEE 802.3an: 10Base-T; 
100Base-TX; Primary (campuse), Secondary  (Riser), Tertiary (Horizontal) 1000Base-T; 10GBase-T
IEEE 802.5 16 MB; ISDN ; TPPDI ;ATM
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CAT7 NYY for outdoor apllications

SFTP screened

23AWG conductors

application
Supports 10 Gigabit Ethernet

Delta Lab Verified

Feature   Values

Conductor material Bare Copper

Conductor Dia AWG 23 

  Drain Wire TC

Braid coverage ~30%

Cable diameter 9.4±0.2

Max Conductor DC Resistance at 20°C (Ω/Km) 85.6>

Rated Temperature (°C) 60

   Velocity ratio approx 76%

Impedance (Ω) 1-1000Mhz @100 approx

Foil

Inner Jacket 

Outer Jacket material 

Aluminium - Pet ≥ 115%

inginium CAT7 STP LSZH 
1000 MHz 23AWG NYY 
Delta Certified
Part of inginium Channel
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