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1. Cable Full Description
8*0.50mm Solid CCA 24AWG Indoor FTP Cat5e Cable with drain wire and
75°C PVC fresh material, Al foil,Gray,305m/roll

2. Construction:

ltem Description
Conductor Solid CCA ,24 AWG
Insulation Polyethylene, diameter 0.92 mm
Twisting 2 cores to the pair
Cable lay up 4 pairs to the core
Overall screen Al-polyester foil
Drain wire CCA 24 AWG
Jacket PVC Gray RAL 7035
Jacket thickness 0.52 mm
Jacket OD 5.5 mm

3. Conductors colors:
a. Pair 1: white+blue , blue
b. Pair 2: white+orange , orange
c. Pair 3: white+green , green
d. Pair 4: white+brown , brown
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4. Mechanical properties:

Minimum bending radius

Tensile force
Temperature Range

Installation
Installed

During operation

Storage

5. Electrical properties:

DC Loop resistance
Resistance unbalance
Insulation resistance (500 V)
Nominal mutual capacitance @ 800 Hz
Capacitance unbalance (pair to ground)
Characteristic impedance: 1-100 MHz
Nominal velocity of propagation
Nominal propagation delay @ 4MHz

Delay skew

Test voltage (DC, 1 min), conductor - conductor

<190 Q/km

= 2%

= 2000 MQ*km
48 nF/km

= 1600 pF/km
100+15Q
Approx. 67%
560 ns/100m
45 ns/100m
1000 V

8xD
4xD

20 N/copper pair

0° to 50°C

-20° to 60°C

6. Transmission characteristics @ 20 C°:

Frequency

(MHZ)
1.0
4.0
10.0
16.0
20.0
3152
62.5
100.0
125.0
155.5
175.0
200.0
250.0
300.0

Attenuation
(dB)
1.8
3.4
5.4
6.8
k!
9.6
13.7
17.4
19.5
219
23.3
25.0
28.1
30.9

NEXT
(dB)
100
100
100
100
100
100
100
100
as
94
93
92
90
89

PS-NEXT ACR

PS- ACR

(dB) (dB/100m) (dB/100m)

97
97
a7
97
97
a7
a7
a7
92
9
a0
89
87
86

98
a7
as
93
92
a0
86
83
75
72
70
67
62
58

95
94
92
90
89
87
83
80
72
69
67
64
59
55

ELFEXT
(dBf100m)
105
105
97
93
91
87
81
77
75
73
72
71
69
67

PS- ELFEXT
(dB/100m)
105
102
94
0
88
84
78
74
72
70
69
68
66
64

RL
(dB)

27
30
30
30
30
30
30
26
26
25
25
24
24



