
UL File No.  Standard 300155 Style Date 2021-5-25 

Construction Item Requirment

Construction AWG  AWG 8*（1/0.5BC±0.04mm） 

Material  / SOLID BC 
Conductors 

O.D. mm 0.5±0.04

Material  / 90P-PVCInsulations 

Diameter mm 1. 0±0.05（8 P）
Shield /

Construction n/mm
Shielded 

Material /

Material  / PVC   

Diameter mm 4.5±0.15  (thick 0.6mm) 
Jacket 

Extrude / extension-type

Marking 
300155-Control/Alarm Cable 8*0.5mm xxM 

Standard Length Ft(M) 200M 
Cross drawing: 

Voltage rating V /

Temperature rating ℃ 80 

Spark test V 4000

Dielectric Strength AC 1 min V 1500

Min.Insulation resistance at 20℃
MΩ.KM 15 

Electric 
Characters

Max. Resistance at 20℃
Ω/KM 171.31 

flame test / VW-1, FT1 
Tensile strength-unaged 

N/mm2 ≥10.34 

Elongation-unaged  
% ≥100

Aged-percent of the tensile strength 
with unaged

% /

Aged-percent of the elongation with 
unaged 

% /

Physical 
Characters

Rewire ments for green environment 
protection

PPM  accords with RoHS requirement

PRODUCER 
Long dai jun 

AUDITLNG APPROVE 




