
SPECIFICATION:    CAT5e UTP/4P*24AWG CONSTRUCTION  D.W.G 
ITEM SPECIFICATION 

AWG 24AWG 
CONDUCTOR MATERIAL BC 

COND.SIZE 1/0.45±0.01 ㎜ 
MIN.AVG.THICK 0.15 ㎜ 

INSULATIO
N MATERIAL HD-PE 

O . D 0.88±0.08 ㎜ 
N O. 4P 

MYLAR COVERAGE / 
OVERLAP / 
AWG / 

DRAIN MATERIAL / COLOUR CODE: 
SIZE / 1.BLUE *WHITE/BLUE

2.ORANGE*WHITE/ORANGE
Face Inside COVERAGE / 

3. GREEN*WHITE/GREEN
4. BROWN*WHITE/BROWN

AL.MYLAR OVERLAP / 
MIN.AVG.THICK 0.5 ㎜ 

JACKET MATERIAL PVC MARKING

COLOUR 
BoostWires 387304 UTP CAT5E 24AWG ISO IEC 11801 

ANSI/TIA/EIA-568 HQ 100m… 
O . D 5.0± 0.2 ㎜ BoostWires 387304 UTP CAT5E 24AWG ISO IEC 11801 

ANSI/TIA/EIA-568 HQ 100m… 
 

 
 

 

APPROVED  REV 

CHECKED  DATE 1.0 

INSULATION

CONDUCTOR

JACKET

RIP CORD

1. RoHS Compliant
2. Rated Temperature -15~+70 ℃; 30Vac
3. Input Impedance:100±15%Ω （@4~100Mhz）;
4. Propagation Delay: 548ns/100m Max
5. Propagation Skew:45ns/100m Max
6. Max. Conductor Resistance: 98.0Ω/Km @20℃ Ref
7. Max. Conductor Resistance Unbalance: 5%
8. Min. Insulation Resistance :5000 MΩ.Km
9. Minimum Bending Radius: 8X  Cable OD

*These data are limited to raw cable

PN: 387304    


